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TECHNICAL SPECIFICATIONS

Inputs Humidity / Temp / Pressure / ProceBansmitter having 4-20 mA0-1VDC / 0-10VDC O/R Pulses,

PNR NPN contacts

Display Solid Segment Modules or Discrete LEDs (Only above 6” Digit height)

Display Colour Red Hi-bright

Digit Height 1" 2" 4" 6" 8” 10" 127

7 Segment Solid Segment Solid Segment Solid Segment Solid Segment Solid SegmerjSolid SegmengSolid Segment
Viewing Distance 10 Meters 20 Meters 40 Meters 60 Meters 80 Meters 100 Meters [ 120 Meters
Max Power Consumptiori 0 Watts 20 Watts 25 Watts 30 Watts 35 Watts 45 Watts 50 Watts
Setting By Front Key Pad or Remote Keypad with wire, with Remote PC

Power Supply 230VAC = 10% OR 10VAC = 10% OR 24/DC

Operating temperature -10 to 60C

Enclosure Material MS Powder coated fabricated Cabin&aterproof Cabinet, Explosion Proof Cabinet,

Enclosure Colour Black, White

Mounting Options Wall mounting flatWall mounting Swivel, Sideways wall mountirigrtical Pole Mounting, Chain Mounted for
Horizontal Pole

DIMENSIONAL DETAILS

MODEL NAME Box Size View Angle

s DATA SCANNERTC-800 (5 Digit) 192(W) x 200(D) x 96(H) in mm 120
s PROGRAMABLETIMER PT-100 (5 Digit) 325(W) x 220(D) x 150(H) in mm 120
7 PROGRAMABLETIME TOTALIZER PT-118 (6 Digit) 580(W) x 100(D) x 200(H) in mm 120
s PROGRAMMBLE COUNTER, RPM METER 720(W) x 100(D) x 265(H) in mm 120
192(W) x 200(D) x 96(H) in mm 120
s TEMPERATURE INDICATOR 325(W) x 220(D) x 150(H) in mm 120
s TEMPERATURE CONTROLLER 395(W) x 100(D) x 200(H) in mm 120
490(W) x 100(D) x 265(H) in mm 120
3 HUMIDITY & TEMP. CONTROLLER (W) x (D) x (H) in mm 120

ORDERING INFORMATION

Note : Ordering options specified here are only for large display. More product options have to be selected and specified in addition by
referring to the ordering Information from respective catalogue of ltem selected in B. Please refer to an example Given below.

LDD —— —

A) Display Height B) Model No.

1. 1" Display height 1.TC-800 8 Channel Data Scanner / Logger
2. 2" Display height 2. PF118 Programmabldime Totalizer

4. 4" Display height 3. PF100 Programmabldimer

6. 6" Display height 4.TC-303 Temperature Controller

8. 8" Display height 5. TRH-307 Humidity & Temperature Controller
10. 10" Display height 6.TC-307 PI.D. Controller

12. 12" Display height 7.TC-317 Process controllefwo Channel

Example : The following Product is required.

= 6" Large Display for Temperature Controller with RTD (PT-100) sensor, 2 Relays, Supply 230 VAC, RS-485 Serial Port, No
Software, Size 96X96X120 and Retransmission output None.

= Then referring to LDD Large display Catalogue order will be LDD-6. Thereafter referring to Ordering Information in TC-303
Catalogue, The additional parameters have to be suffixed.

= So the Final Order Information will be as stated below
LDD -6 - TC-303 -1-1-1-1-0-2-0

NOTE : For any customize requirement contact factory
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17-B, Tarun Industrial Estate, Mogra Pada, New Nagardas Road,
Andheri (East), Mumbai-400069, India.
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